Kelin politre karo harci yeni bir devrilme Grlintdir. Ve biz de bir Cin politure karo harci ureticisi.
POLYUREA nin mukemmel asinma direnci, korozyon direnci, sar direnci, yuksek sicaklik direnci ve
diger Ustin performansi nedeniyle, askeri endistride, havacilik ve gemi endUstrisinde yaygin olarak
kullaniimaktadir. Urlinimiiz tamamen politiretan esasl bir Grin olup, seramik karo, tas, cam,
mozaik karolarin duvar veya un i¢ ve dis mekan birlesim yerlerinde daha iyi kullanilabilir. Kendine
6zgu 6zel nitelikleri vardir: en blylk avantaji olan kalici neme dayanikli, daha ¢evreci, hizli
karlesme, iscilikten tasarruf etme ve asla renk degistirme. Ayrica hizl bir sekilde sertlesir, ayni gin
insaat ve temiz kenar, zaman ve iscilik maliyetlerinden tasarruf saglar. Daha da dnemlisi, 1slak alt
taban ylzeyinde insa edilebilir, bu da iklim ve diger nedenlerle olusamayan sorunu blyuk 6lctude
¢ozer. Daha iyi performans saglamak icin Avustralya ortak arastirma ve gelistirme Urlnleri ve
drtnlerin kalitesini istikrarli hale getirmek icin Cin Bilimler Akademisi stratejik kalite kontrol
rehberligi araciligiyla.

Wide Application

L.

Sectiginiz icin renk cesitleri. Ayrica 6zel renkler saglayin.


https://www.tilegroutmanufacturer.com/NewsDetails/do-you-know-the-difference-between-polyurea-and-the-epoxy-resin-
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Polyurea Temel Fayans Derz Ozelligi

ENVIROMMENTAL ( construction solid about 80-100%) WEATHER RESISTANCE (qvb2000h)

CONVENIENT CONSTRUCTION 3"GENERATION ENERGY CONSERVATION

(traditional construction method) POLYUREA BASIC ( -5°Csolidify , primary film formation is 375um)

WEAR RESISTAMCE (7509/500 times abrasion loss 30mg)

WATER PROOF (0.6mm Polyurea=2mm Polyurethane) CORROSIOM RESISTANCE (salt fog resistance for 2000h)

Tam Oda Boslugu C6zimii Saglayin



BATHROOM

The wall and floor tiles

The washbasin edge

The door edge GLAZED WINDOW
The bathtub edge The window edge

The glass gap

TOLIET

The wall and floor tiles
The closestool edge
The washbowl edge
The door edge
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| KITCHEN
'@ |\ | Thewall and floor tiles
| _ Therange hood edge

. The kitchen top edge
- The edge of the sink
~ The door edge
BEDROD M - 1 'lI
The wall and floor tiles —

Thasourecon LIVINGROOM | =~

The wall and floor tiles
The TV backdrop wall
The door edge

BALCONY

The wall and floor tiles
The door edge
The glass gap

Kisa insaat Siireci



Clean the tiles and
keep itdry

Squeeze ou
60-80cm long grout
in the forepart

Polish with tile wax
except the glazed

E\-;Enly squeeze out
the tile agent along
the gap

Open & Watch, both
sides can extruded
meanwhile

Press the gro with
professional
glue-press tools

Screw on the nozzle,
put on the grout
gun

Dbﬁ:flouch in2-4
hours and remove
excess grout then.

Profesyonel Eklem Presleme Aletleri

Inclined cut the top
of the nozzle in 45°

Keep the tiles dry in
24 hours

og (09
Cutt Pointin Formin Perchin Maskin Stainless Cleanin
< KL; ifet;r trowelg | Brush | Stick g | Knife g | T;apeg Steel Ball | Awl J )

Sirket Avantaiji



One - Stop Full
Line of Tile Grout

Fabrikaya Genel Bakis

Dolum Makinesi Hatt Film kapli makine Gercek Malzeme Stoku stok, mevcut

Sertifikasyon






